GARAGE FOUNDATION REPAIR

14 COOLIDGE AVE.
HINGHAM, MA 02044

DRAWING LIST

CVR COVER SHEET

Cl1  EXISTING SITE PLAN
C2 PROPOSED SITE PLAN
C3  SITE DETAILS

She LOCATION

OWNERS: GEORGE & ELIZABETH DANIS
DEED: BOOK 8426, PAGE 267
ZONING: RESIDENCE A

ATLANTIC COAST ENGINEERING LLC
Scituate Harbor Office

88 Front St, Suite 22B .l.
Scituate, MA 02066 S

(617) 963 - 6044

CVR
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SILT FENCE DETAIL

SCALE: NTS

OTES:

1.

SILT FENCE AND FILTER BARRIERS SHALL BE INSPECTED IMMEDIATELY
AFTER EACH RAINFALL AND AT LEAST DAILY DURING PROLONGED
RAINFALL. ANY REQUIRED REPAIRS SHALL BE MADE IMMEDIATELY.

. SHOULD THE FABRIC ON A SILT FENCE OF FILTER BARRIER DECOMPOSE

OR BECOME INEFFECTIVE PRIOR TO THE END OF THE EXPECTED USABLE
LIFE AND THE BARRIER STILL IS NECESSARY, THE FABRIC SHALL BE
REPLACED PROMPTLY.

. SEDIMENT DEPOSITS SHALL BE REMOVED AFTER EACH STORM EVENT.

THEY MUST BE REMOVED WHEN DEPOSITS REACH APPROXIMATELY

ONE—HALF THE HEIGHT OF THE BARRIER. ANY SEDIMENT DEPOSITS
REMAINING IN PLACE AFTER THE SILT FENCE OR FILTER BARRIER IS
NO LONGER REQUIRED SHALL BE DRESSED TO CONFORM WITH THE

EXISTING GRADE, PREPARED AND SEEDED.

. THE TRENCH SHALL BE BACKFILLED AND THE SOIL COMPACTED OVER

THE FILTER FABRIC. SILT FENCES SHALL BE REMOVED WHEN THEY HAVE
SERVED THEIR USEFUL PURPOSE, BUT NOT BEFORE THE UPSLOPE AREA
HAS BEEN PERMANENTLY STABILIZED.

THE PROPOSED SITE GRADING SHALL NOT ADVERSELY AFFECT
ABUTTING PROPERTIES OR THE ROADWAY DRAINAGE SYSTEM

NOTES:

TO PROTECT CONSTRUCTION SITE AREAS AND ADJACENT
SENSITIVE LAND AND WATERS OF THE STATE, THE FOLLOWING
EROSION AND SEDIMENTATION CONTROLS SHALL BE INSTALLED
AND MAINTAINED. THESE MEASURES HAVE BEEN ESTABLISHED
TO CONFORM TO STATE OF MAINE EROSION AND SEDIMENT
CONTROL "BEST MANAGEMENT PRACTICES (BMP)".

THIS EROSION /STABILIZATION PLAN IS A MINIMUM THAT THE
CONTRACTOR MUST DO. GIVEN SITE AND WEATHER
CONDITIONS, ADDITIONAL MEASURES MAY BE NEEDED.

SOIL DISTURBANCE: THE CONTRACTED SHALL LIMIT THE
EXTENT OF SOIL EXPOSED DURING CONSTRUCTION TO THE
MINIMUM POSSIBLE. EXPOSED AREAS SHALL BE TEMPORARILY
OR PERMANENTLY STABILIZED AS SOON AS POSSIBLE BUT NO
LATER THAN 15 DAYS AFTER INITIAL DISTURBANCE OF THE
SOIL AND WITHIN 7 DAYS OF FINAL GRADING.

SILT FENCING AND/OR HAY BALES: INSTALL SILT FENCES
AND/OR HAY BALES AROUND SITE EXPOSED AREAS AS
SHOWN ON THE SITE PLAN AND FOR ANY ADDITIONAL AREAS
DETERMINED TO BE SUBJECT TO SEDIMENT EROSION AS A
RESULT OF SITE CONDITIONS. SILT FENCING AND/OR HAY
BALES WILL REMAIN IN PLACE UNTIL EXPOSED AREAS HAVE
ACQUIRED STABILIZATION. INSTALL THE SILT FENCING AND.OR
HAY BALES IN ACCORDANCE WITH DETAILS PROVIDED BY THE
SITE PLAN.

(2)#4 REBAR

6X6,/10X10 WWM REINFORCING

6” CONCRETE FLOOR SLAB

MIN. 18” . .,

MINIMUM 10" COMPACTED
STRUCTURAL FILL

VAPOR BARRIER(PLASTIC SHEATHING)

GARAGE FLOOR DETAIL

SCALE: NTS

SITE EROSION /STABILIZATION MAINTENANCE: THE CONTRACTOR
SHALL INSPECT THE AREAS ROUTINELY AND ESPECIALLY
AFTER RAIN EVENTS AND SHALL REPAIR THE SEDIMENTATION
CONTROLS, AS NECESSARY. THE CONTRACTOR SHALL
MAINTAIN THE TEMPORARY AND PERMANENT SITE EROSION
AND STABILIZATION CONTROLS UNTIL FINAL ACCEPTANCE OF
THE WORK. MAINTENANCE SHALL INCLUDE PROVIDING
PROTECTION AGAINST SITE TRAFFIC AND REPAIRING DAMAGES
TO CONTROLS RESULTING FROM RAIN, WIND, OR OTHER
EVENTS. DAMAGED AREAS SHALL BE REPAIRED TO
RE—ESTABLISH SOIL CONDITIONS AND GRADES AND SHALL
INCLUDE RE—ESTABLISHING THE TEMPORARY OR PERMANENT
FERTILIZING, LIMING, SEEDING, MULCHING CONDITIONS
OBTAINED PRIOR TO THE DAMAGES.

TEMPORARY MEASURES FOR EROSION CONTROL.:

THESE TEMPORARY MEASURES WILL PROTECT THE AREA UNTIL
MORE PERMANENT SITE STABILIZATION MEASURES ARE
ESTABLISHED. THE FOLLOWING MEASURES SHALL BE USED
FOR TEMPORARY SITE STABILIZATION. REFER TO MAINE
EROSION AND SEDIMENT CONTROL BMP A—1 AND A-2 FOR
ADDITIONAL INFORMATION ON TEMPORARY MEASURES FOR
EROSION CONTROL.

TEMPORARY SEEDING: GRADE AND PREPARE AREA AS
NEEDED TO PROVIDE FOR SEEDING. APPLY 10—10—10
FERTILIZER AT THE RATE OF 13.8#/1000FT2, APPLY
LIMESTONE AT THE RATE OF 138#/1000FT2, APPLY WINTER
RYE AT THE RATE OF 2J #/1000FT2. NOTE — SEEDING
RATE MUST BE INCREASED BY 10% WHEN HYDRO—SEEDING.
AFTER SEEDING, APPLY TEMPORARY HAY OR STRAW
MULCHING AS FOLLOWS:

TEMPORARY MULCHING: APPLY HAY OR STRAW MULCHING
OVER THE EXPOSED AREA AT THE RATE OF 2
BALES/1000FT2 TO COVER 75 TO 90% OF THE GROUND
SURFACE. SECURE MULCH BY TRACKING, NETTING, OR PEG
AND TWINE, AS NECESSARY, TO PREVENT LOSS OF COVER
OVER EXPOSED AREA.

PERMANENT MEASURES FOR EROSION CONTROL:

FOR DISTURBED AREAS WITH SLOPES GREATER THAN 2:1,
EROSION CONTROLS AND AREA STABILIZATION SHALL BE
PROVIDED AS SHOWN BY THE SITE PLAN.

PERMANENT SEEDING: PROVIDE PERMANENT SEEDING AS EACH
CONSTRUCTION AREA IS BROUGHT TO FINISH GRADE.
PREPARE AREA AS NEEDED TO PROVIDE FOR SEEDING. APPLY
10—20—20 FERTILIZER AT THE RATE OF 18.4#/1000FT2,
APPLY LIMESTONE AT THE RATE OF 138#/1000FT2, APPLY A
MIXTURE OF KENTUCKY BLUEGRASS (45%), CREEPING RED
FESCUE (45%), AND PERENNIAL RYEGRASS (10%) AT THE
RATE OF 1#/1000FT2. NOTE — SEEDING RATE MUST BE
INCREASED BY 10% WHEN HYDRO—-SEEDING. AFTER SEEDING,
APPLY TEMPORARY HAY OR STRAW MULCHING AS FOLLOWS:
TEMPORARY MULCHING: APPLY HAY OR STRAW MULCHING
OVER THE EXPOSED AREA AT THE RATE OF 2
BALES/1000FT2 TO COVER 75 TO 90% OF THE GROUND
SURFACE. SECURE MULCH BY TRACKING, NETTING, OR PEG
AND TWINE, AS NECESSARY, TO PREVENT LOSS OF COVER
OVER EXPOSED AREA.
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